
TUBULAR TECHNOLOGY

FAST CHARGING

LOW MAINTENANCE

SUITABLE FOR FREQUENT POWER CUTS

Key Features

Superior plate design with optimum PAM/NAM ratio, 
most suitable for frequent power cut application

Ultra pure acid for ultimate performance and guaranteed safety

Provided with microporous ceramic disc fitted float indicators 
ensuring ultimate safety to the environment

Made in HPM container with Virgin PPCP, ensures 
ultra-durability and acid resistance

POWERFUL 
PERFORMANCE 

MODEL NAME

842ST

936ST

1036ST

DIMENSION (IN MM) 

LxWXH
WARRANTYAH

DRY FILLED

WEIGHT (IN KG.)

100

120

135

42

36

36

505x220x308

505x220x308

505x220x308

19.5

19.5

26.5

40

39

43.5

Manufactured with microporous ceramic 
disc-fitted float indicators, these Amaze 
batteries come with a fast charging feature. 
They are ultimately safe for the environment 
and a perfect fit for power grids where there 
are frequent power cuts.

Below 
150 Ah



Key Features

High oxidation resistance and tested in different possible 
scenarios for best performance in extreme conditions

Minimized grid corrosion at high temperature

Plates made with 99.99% pure lead & lead alloy, ensuring 
long service life with best-in-class electrical performance 

Super strong HADI Tubular Plate with Voidless, unidirectional 
grain orientation for longest life and ultimate performance

These Amaze batteries are resistant to high 
oxidation levels and are tested for different 
possible scenarios. It can outlast extreme 
conditions as the plates are made with 
99.99% pure lead and lead alloy, ensuring 
best-in-class electrical performance and a 
long lifespan.

MODEL NAME
DIMENSION (IN MM) 

LxWXH
WARRANTYAH

DRY FILLED

WEIGHT (IN KG.)

TUBULAR TECHNOLOGY

LOW WATER TOP UP FREQUENCY

LONG LIFE

MADE WITH VPPM TECHNOLOGY

2030TT 150 30 502x191x440 25.5 52.5

36 505x220x308 26.5 43.5

42

42 502x191x440 27 54

48 518x272x288 26.5 50.5

60 502x191x440 27.5 55

36 502x191x440 25.5 52.5

60 502x191x388 27.5 49.5

2036ST

2042STJ

2042TT

2048STJ

2060TT

2136TT

2160TT

150

150

150

150

150

150

150

FOR LIFE-LONG 
COMMITMENTS

150 
Ah

518x272x288 26.5 50.5



TUBULAR TECHNOLOGY

RUGGED CONTAINER

FAST CHARGING

LOW MAINTENANCE

Key Features

Smartest energy storage battery
Plates made with 99.99% pure lead & lead alloy, ensuring long 
service life with best-in-class electrical performance

High-pressure heat-sealed container & leak-proof
and spill-proof cover design

Goes through rigorous testing to ensure top-notch quality

HEAVY DUTY BATTERIES 
FOR LONG BACK-UPS

MODEL NAME
DIMENSION (IN MM) 

LxWXH
WARRANTYAH

DRY FILLED

WEIGHT (IN KG.)

These robust batteries from the House of 
Amaze are made for heavy-duty scenarios 
where there is a power requirement for long 
hours. These batteries come in a leak and 
spill-proof design, and the container is 
sealed with high-pressure heat. Experience  
the best-in class electrical performance with 
Amaze Batteries.

4060TT 180 60 502x191x440 33.5 59.5

5036TT 200 36 502x191x440 31 58

5060TT 200 60 36.5 63.5502x191x440

5260TT 220 60 38 62502x191x440

5266TT 220 66 38502x191x440 62

Above 
150 Ah

2260TT 160 60 27502X191X440 54

5460TT 250 60 46.5502X191X440 70.5
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